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Replacement Parts: 
98900755A Blower, Convection  98900751 Piezo Igniter 
93006904 Burner Assembly, Ceramic  93006516 Pilot Assembly, LP (S.I.T.)  
93006511 Burner, Mixing Tube   93006515 Pilot Assembly, NG (S.I.T.)  
93006506 Control Valve, Natural Gas   93006523 Pilot Electrode, S.I.T.  
93006507 Control Valve, Propane   93006517 Pilot Hood, Removeable - S.I.T.  
93006503 Conversion Parts, LP  93006509 Pilot Injector, LP (#35) - S.I.T.  
99900402 Door Gasket, 22 mm , Black, 3048 mm  Long  93006508 Pilot Injector, NG (#62) - S.I.T.  
91001300 Door Gasket, 22 mm Round x 1270 mm Long, Black  93006522 Pilot Tube, S.I.T.  
99900409 Door Gasket Cement - 4 oz.  99300656 Power Cord w/Molex Connector 
93006122 Door Latch  91001542 Pressure Relief Doors 
91002562 Flex-pipe, 12 mm x 254 mm - Inlet To Valve  93006525 Regulator, LP - Modulating Remote  
91002560 Flex-pipe, 76 mm x 254 mm - Valve to Manifold  93006500 Regulator, Natural Gas (NG), SIT  
93006555 Flue, Starter Section – 50 mm x 168 mm Diameter  93006526 Regulator, NG - Modulating Remote 
93006703 Gas, Burner O-Ring   93006501 Regulator, Propane (LP), SIT  
99900408 Glass Gasket, 22 mm x 1372 mm  93006504 Rheostat, Blower 
98900489 Hardware Pack, Optional Blower   99300657 Rheostat Knob 
93006901 Log, Left   98900720 Snap Disk, 120 Degree  
93006902 Log, Rear  98900526 Stove Pack, Cedar 
93006903 Log, Right  93006519 Thermo-generator, S.I.T. 
93006900 Log Set  93006518 Thermocouple, S.I.T  
93006123 Magnet, w/Sheath  93006921 Threaded Pipe Adapter – 12 mm x 12 mm 
93508117 Manual, Cedar   93006922 Threaded Pipe Adapter – 12 mm x 10 mm 
98900747 On/Off Switch  93006920 Threaded Pipe Adapter – 16 mm x 12 mm 
98900717 Orifice, Burner, .0625  93006505 Wiring Harness 

240 Volts Wiring 
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To register your DRAGON WHOLESALING 7 Year Warranty, complete the enclosed Warranty card and mail it within ten (10) days of the appliance purchase date to: 
DRAGON WHOLESALING PTY LTD, Unit 2, 14-16 Lexington Drive, Norwest, NSW, Australia 2153.  DRAGON WHOLESALING warrants this gas appliance 
(appliance is defined as the equipment manufactured by Travis Industries, Inc. and distributed by DRAGON WHOLESALING) to be defect-free in material and 
workmanship to the original purchaser from the date of purchase as follows: 

Check with your dealer in advance for any costs to you when arranging a warranty call.   
Mileage or service charges are not covered by this warranty. This charge can vary from store to store. 

Years 1 & 2 - COVERAGE: PARTS & LABOR 
Burner Assembly: 
Burner, Burner Pan, Air Shutter Assembly, Main Burner Orifice 
Firebox Assembly: 
Adjustable Air Restrictor, Pressure Relief Mechanisms, 
Barometric Control Mechanism (for models with Remote Heat 
Ducts), Glass Attachment Mechanism 
Electrical Assembly (within heater 
structure): 
Blower, wiring harness, snap discs, rheostat speed control 

Gas Control Assembly 
Adjustable control valve, millivolt wiring and connectors (located within 
the metal heater structure), thermopile, thermocouple, pilot hood, 
orifices, pilot gas line, piezo ignitor 
Ceramic Glass 
Glass (breakage from thermal shock) 
Ceramic Logs 
Log Set, Coals, Ember Strip (Steel Fiber)  
Gold, Nickel & Copper Plating 
Face & Door (see “Conditions and Exclusions” # 9) 

Accessories 
Cast Brick, Cast Firebacks, Power Heat Ducts, Andirons 
Convection Heat Exchanger 
Re-Installation Allowance 
In cases where heater must be removed from home for repairs, 
a partial cost of re-installation is covered (pre-authorization 
required) 
One-Way Freight Allowance 
One-way freight allowance on pre-authorized repair done at 
factory is covered. 

Exclusions: Paint, Gasketing 

Years 3 THROUGH 5 - COVERAGE: PARTS & LABOR 
Convection Heat Exchanger 
 

Firebox Assembly: 
Adjustable Air Restrictor, Pressure Relief Mechanisms, 
Barometric Control Mechanism (for models with Remote Heat 
Ducts), Glass Attachment Mechanism 

One-Way Freight Allowance 
One-way freight allowance on pre-authorized repair done at 
factory is covered. 

Exclusions: Paint, Gasketing, Burner Assembly, Electrical Assembly, Gas Control Assembly, Ceramic Glass, Ceramic Logs, Gold, Nickel & Copper Plating, 
Accessories, Re-Installation Allowance 

Years 6 & 7 - COVERAGE: PARTS ONLY 
Firebox Assembly: 
Adjustable Air Restrictor, Pressure Relief Mechanisms, Barometric Control Mechanism (for models with Remote Heat Ducts), Glass Attachment Mechanism 

 

Exclusions: Paint, Gasketing, Burner Assembly, Electrical Assembly, Gas Control Assembly, Ceramic Glass, Ceramic Logs, Gold,  Nickel & Copper Plating, 
Accessories, Convection Heat Exchanger, Re-Installation Allowance, One-Way Freight Allowance, Labor 

CONDITIONS & EXCLUSIONS 
1. This new gas appliance must be installed by a qualified gas appliance technician.  It must be installed, operated, and maintained at all times in accordance with the instructions in the Owner’s Manual.  Any 

alteration, willful abuse, accident, neglect, or misuse of the product shall nullify this warranty. 
2. This warranty is nontransferable, and is made to the ORIGINAL purchaser, provided that the purchase was made through an authorized DRAGON WHOLESALING dealer. 
3. Discoloration and some minor expansion, contraction, or movement of certain parts and resulting noise, is normal and not a defect and, therefore, not covered under warranty.  The installer must ensure the 

appliance is burning as per the rating tag at the time of installation.  Over-firing (operation above the listed BTU rate) of this appliance can cause serious damage and will nullify this warranty.  
4. The warranty, as outlined within this document, does not apply to the chimney components or other Non-Travis accessories used in conjunction with the installation of this product. If in doubt as to the extent of 

this warranty, contact your authorized DRAGON WHOLESALING retailer before installation.   
5. DRAGON WHOLESALING will not be responsible for inadequate performance caused by environmental conditions such as nearby trees, buildings, roof tops, wind, hills or mountains or negative pressure or 

other influences from mechanical systems such as furnaces, fans, clothes dryers, etc. 
6. This Warranty is void if: 
a. The unit has been operated in atmospheres contaminated by chlorine, fluorine or other damaging chemicals. 
b. The unit is subject to submersion in water or prolonged periods of dampness or condensation. 
c. Any damage to the unit, combustion chamber, heat exchanger or other components due to water, or weather damage which is the result of, but not limited to, improper chimney/venting installation. 
7. Exclusions to this 7 Year Warranty include:  injury, loss of use, damage, failure to function due to accident, negligence, misuse, improper installation, alteration or adjustment of the manufacturer's settings of 

components, lack of proper and regular maintenance, damage incurred while the appliance is in transit, alteration, or act of God. 
8. This 7 Year warranty excludes damage caused by normal wear and tear, such as paint discoloration or chipping, worn or torn gasketing, corroded or cracked logs, embers, etc.  Also excluded is damage to the 

unit caused by abuse, improper installation, modification of the unit, drilling of the orifices, or the use of fuel other than  that for which the unit is configured.  Units are shipped for natural gas and must be 
converted to LPG using the included conversion kit.  Confirm fuel configuration with your installer.   

9. Damage to gold or nickel surfaces caused by fingerprints, scratches, melted items , or other external sources left on the gold or nickel  from the use of cleaners other than denatured alcohol  is not covered in this 
warranty. 

10. DRAGON WHOLESALING is free of liability for any damages caused by the appliance, as well as inconvenience expenses and materials.  Incidental or consequential damages are not covered by this warranty.  
In some states, the exclusion of incidental or consequential damage may not apply. 

11. This warranty does not cover any loss or damage incurred by the use or removal of any component or apparatus to or from the gas appliance without the express written permission of DRAGON 
WHOLESALING  and bearing a DRAGON WHOLESALING label of approval. 

12. Any statement or representation of DRAGON WHOLESALING products and their performance contained in DRAGON WHOLESALING advertising, packaging literature, or printed material is not part of this 
7 year warranty. 

13. This warranty is automatically voided if the appliance’s serial number has been removed or altered in any way. If the appliance is used for commercial purposes, it is excluded from this warranty. 
14. No dealer, distributor, or similar person has the authority to represent or warrant DRAGON WHOLESALING products beyond the terms contained within this warranty.  DRAGON WHOLESALING assumes 

no liability for such warranties or representations. 
15. DRAGON WHOLESALING will not cover the cost of the removal or re-installation of hearths, facing, mantels, venting or other components. 
16. If for any reason any section of this warranty is declared invalid, the balance of the warranty remains in effect and all other clauses shall remain in effect. 
17. THIS 7 YEAR WARRANTY IS THE ONLY WARRANTY SUPPLIED BY DRAGON WHOLESALING THE MANUFACTURER OF THE  APPLIANCE.  ALL OTHER WARRANTIES, WHETHER 

EXPRESS OR IMPLIED, ARE HEREBY EXPRESSLY DISCLAIMED AND PURCHASER’S RECOURSE IS EXPRESSLY LIMITED TO THE WARRANTIES SET FORTH HEREIN. 

IF WARRANTY SERVICE IS NEEDED: 
1. If you discover a problem that you believe is covered by this warranty, you MUST REPORT it to your DRAGON WHOLESALING dealer WITHIN 30 DAYS, giving them proof of purchase, the purchase date, 

and the model name and serial number. 
2. DRAGON WHOLESALING has the option of either repairing or replacing the defective component.  
3. If your dealer is unable to repair your appliance’s defect, he may process a warranty claim through DRAGON WHOLESALING, including the name of the dealership where you purchased the appliance, a copy 

of your receipt showing the date of the appliance’s purchase, and the serial number on your appliance.  At that time, you may be asked to ship your appliance, freight charges prepaid, to DRAGON 
WHOLESALING.  DRAGON WHOLESALING, at its option, will repair or replace, free of charge, your DRAGON WHOLESALING appliance if it is found to be defective in material or workmanship within 
the time frame stated within this 7 year warranty. DRAGON WHOLESALING will return your appliance, freight charges (years 1 to 5) prepaid by DRAGON WHOLESALING to your regional distributor, or 
dealership. 

4. Check with your dealer in advance for any costs to you when arranging a warranty call.  Mileage or service charges are not covered by this warranty. This charge can vary from store to store. 
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LP Conversion Instructions 
Install the conversion kit prior to installing the gas line to ensure proper gas use. 

1 Open the door (see page 15).  Remove the logs (page 16) 

2 Remove the burner (see illustration below). 

BURNER INSTALLATION WARNING:
When replacing the burner, make sure 
this “O” ring seals the burner tube to 
the mixing tube.

Mixing Tube

Burner Tube

��
��
����
���
�

Reach into the firebox and 
lift the burner upwards.

Pull the burner forward, out 
of the firebox.

This tube on the burner 
inserts into this tube on the 
mixing tube. 

Mixing Tube

When Installing, make sure the 
burner rests on this ledge inside 
the firebox.

Do not lift burner out by the 
pins.

��
��
����
���
�
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3 Follow the directions below to remove the natural gas orifice.  Apply thread sealant to the LP orifice 
and tighten in place with a 13 mm open end wrench.  Replace the mixing tube and secure in place 
with the screws. 

 

6mm Nutdriver 

13mm

13mm

8mm 
8mm 
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4 Remove the pilot orifice following the instructions below.  Replace with the propane pilot orifice 

 
5 Install the logs. 

6 Close door. 

7 Remove the regulator from the front of the gas control valve.  Replace with the propane regulator, 
using the new gasket and screws included with the regulator.  NOTE: Leak test this area after the 
heater is installed, gas is connected, and the main burner is lit. 

�
�
�
�

b
Place the LP label on the access 

panel near the gas control valve.

Remove and discard the three 

screws using a slotted screwdriver 

of Torx T-20.

Remove and discard the 

regulator, diaphram, spring 

and center post.

Slotted 
Screwdriver
(or T-20 Torx)

c

d

Open the this panel covering the gas control valve.a

NOTE:  Make sure the 

regulator gasket is correctly 

aligned before installation.

Install the LP regulator.  Use 

the screws included with the 

LP regulator.  Tighten to 

approximately 25 Lbs. torque.

Slotted 
Screwdriver
(or T-20 Torx)

e

 

4 mm Hex

111 N 
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8 Make the gas line connection, bleed the gas line (if applicable), start the heater and thoroughly leak-
test all gas connections and the gas control valve.  Check the pilot.  Adjust if necessary. 

WARNING: When lighting or re-lighting the pilot, the door must be opened (see page 15). 

Standard 
Screwdriver

The pilot flame must contact the thermocouple and 

thermopile (see the illustration below).  Adjust the pilot up or 

down as necessary.

To adjust the pilot flame,  turn this screw (NOTE: if totally 

unscrewed gas will come out of this port).  Clockwise 

lowers the flame while counter-clockwise raises it.
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Blower (part # 99000153) 

WARNING: Turn the gas control valve to off and make sure the appliance has fully cooled prior to 
conducting service. 

1. Attach the two black wires at the rear right of the stove to the thermodisk (orientation does not 
matter).  Then slide the thermodisk into the holder underneath the burner pan. 

Snap Disk Bracket 

(attached to stove)

Snap Disk

Snap Disk Wires on Wiring Harness

(Black - orientation does not matter)

Back of 

Stove

 
2. Place the blower near the rear of the stove.  Attach the wiring in grommets following the directions 

below. 

Slide the rubber grommets (with 

spacers inserted inside) onto the 

fan mounting bracket.

Attach the black and white wires 

labeled “Blower” to the blower 

(orientation does not matter).

Attach the molex connector.

DO NOT PLUG THE STOVE 

IN UNTIL INSTALLATION IS 

COMPLETE.

Back of 

Stove
1/4" Nutdriver

Remove one of the screws holding 

the mounting bracket in place.  Insert 

the screw through the eyelet on the 

green ground wire and replace.

a

b

c

dAttach the two wires leading 

from the control box to the two 

block wires labeled “Rheostat”. 

e

Route the wires labeled “Valve 

on/off” and “Solenoid” under 

the burner pan to a location 

near the gas control valve.

f

 

6mm Nutdriver 
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3 Slide the left side of the blower mounting bracket over the grommets on the left mounting bracket 
attached to the stove (see the illustration below).  Then insert the stud plate through the right side 
grommets and through the right mounting bracket on the stove.  Secure the stud plate with the 
included washers and nuts 

Nut

Stud Plate

Washer
11/32” 
Socket

Make sure the bracket 

slides into the groove on 

the rubber grommets.

Left Mounting 

Bracket (on stove)

Rubber 

GrommetBlower Mounting 

Bracket

Right Mounting 

Bracket (on stove)

Back of 

Stove

Blower Mounting Bracket

Stud Plate

Blower Mounting Bracket

 
4 Make sure all of the wiring is placed away from the blower impeller and the bottom of the burner.  Use 

lock ties, if necessary, to ensure no wires are damaged. 

5 Open the control cover following the directions below.  Remove the button plug and install the 
rheostat. 

Back of 
Stove

Loosen the two screws holding the control 
box in place.  This allows access to the 
back of the control box.

a

b

c

Remove the button plug 
from the control box.

Attach the rheostat wires to the two 
quick connects inside the control 
box (orientation does not matter).

Control Box

eRheostat

1/2" 
Wrench

NOTE: this tab fits into the 
hole on the mounting bracket.

Attach the rheostat to 
the control panel with 
the included nut and 
star washer.

Attach 
the knob.

NOTE: make sure the 
fiberglass heat shield is in 
place when re-attaching the 
control box (all models except 
the cedar).

Phillips 
Screwdriver

 
6 Plug the blower in.  Let the heater achieve operating temperature and test blower operation. 

9mm 
Socket 

13mm 
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Gold Door (Part # 99300524) 
Follow the directions to the right to install 
the gold door. 

Warning: 

Clean the gold surface prior to starting the 
stove.  Any marks left on the gold may 
become etched-in by the heat of the stove.  
Use denatured alcohol and a soft cloth to 
clean.  

Denatured 
Alcohol

Soft Cloth

 

��

Remove the black door by sliding 
it up and off the door frame.

The door is held in place with 
six joggle clips.

Slide the gold door onto the door 
frame. 
 
HINT: align the bottom joggle 
clips over the brackets on the 
door and slide into place.  Then 
lift up slightly on the door to 
attach the upper clips.

Door 
Frame

Door

 

Gold Grill (Part # 93005039) 
Follow the directions to the right to install the gold 
grill. 

Warning: 

Clean the gold surface prior to starting the stove.  
Any marks left on the gold may become etched-in 
by the heat of the stove.  Use denatured alcohol 
and a soft cloth to clean.  

Denatured 
Alcohol

Soft Cloth

 

Open the door to access 

the grill.  Remove the 

grill by removing the two 

nuts holding it in place.

11/32" Nutdriver

Replace the black grill 

with the gold grill.

 
Gold Trivet (part # 93005041) 
NOTE: The vent must be detached before installing the 

trivet – install this component before installing 
the vent. 

Follow the directions to the right to install the gold trivet. 

Warning: 

Clean the gold surface prior to starting the stove.  Any marks 
left on the gold may become etched-in by the heat of the 
stove.  Use denatured alcohol and a soft cloth to clean.  

Denatured 
Alcohol

Soft Cloth

 

b
Remove the five nuts holding the 
trivet in place.  Install the gold trivet 
and re-attach the nuts.

1/4" Nutdriver

11/32" Nutdriver

a
Loosen the four screws holding the 
stove top in place.  Slide the top 
back and lift it up to remove.
You do not need to remove the 
screws, simply loosen them.

 

9mm Nutdriver 

9mm Nutdriver 

9mm Nutdriver 
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 Adjusting the Blower Speed ......................... 20 
Adjusting the Flame Height ........................... 19 
AFUE ............................................................. 5 
Alcoves (see “Heater Placement Req.”) ........ 6 & 7 
Amperage (of blower) .................................... 5 
Blower Speed ................................................ 20 
MJ/h Output ................................................... 5 
Burn Rate ....................................................... 5 
Burner Installation .......................................... 26 
Cap (vent termination) ................................... 12 
Cleaning Your Heater .................................... 21 
Clearances .................................................... 6 
Condensation ................................................ 19 
Controls ......................................................... 17 
Dimensions .................................................... 5 
Door Opening  ............................................... 15 
Efficiency ....................................................... 5 
Elbows ........................................................... 9 
Electrical Specifications ................................. 5 
Emissions ...................................................... 5 
Flame Height ................................................. 19 
Floor Protection Requirements ...................... 7 
Fuel ................................................................ 5 
Fumes  .................................... See Inst. On Cover 
Gas Control Valve (Location) ........................ 17 
Gas Inlet Installation  ..................................... 7 
Gas Leak ................................ See Inst. on Cover 
Gas Line Connection ..................................... 7 
Gas Smell ............................... See Inst. on Cover 
Heating Capacity ........................................... 5 
High Wind Vertical Terminations ................... 8 
Horizontal Vent Termination Requirements .. 11 
How to Measure Vent Lengths ...................... 9 
Installation Options ........................................ 5 
Installation Preparation .................................. 6 
Leaking Gas ........................ See Inst. on Cover 

Lifting Flames ................................................ 14 
Log Installation .............................................. 16 
Maintaining Your Stove’s Appearance .......... 21 
Natural Gas Verses Propane ........................ 2 
On/Off Operation ........................................... 19 
On/Off Switch (Location) ............................... 17 
Operating Sounds ......................................... 2 
Order of Installation ....................................... 6 
Packing Lists ................................................. 6 
Paint Curing ................................................... 19 
Pilot (starting) ................................................ 18 
Pilot Flame (Location) ................................... 17 
Pressure (of gas) ........................................... 7 
Purging Gas Line (with door open) ............... 13 
Restrictor Adjustment .................................... 9 
Safety Precautions ........................................ 2 
Silicone Vent Sections .................................. 8 
Snorkel Terminations .................................... 11 
Sounds .......................................................... 20 
Starting The Pilot Flame ................................ 18 
Starting the Heater for the First Time ............ 19 
Stove Placement Requirements .................... 7 
Table of Contents .......................................... 4 
Troubleshooting Table .................................. 22 
Vent Configurations ....................................... 9 
Vent Part #’s .................................................. 8 
Vent Requirements........................................ 8 
Vertical Vent Termination Requirements ...... 10 
Warranty ........................................................ 25 
Water (on glass - see starting the heater) ..... 19 
Wiring Diagram .............................................. 24 
Yearly Service Procedure ............................. 21 
 

 


